


MYTHOS 90
STD Deltashift

MYTHOS 100
STD Deltashift

MYTHOS 110
STD Deltashift

“Green” engine
Perkins direct-injection engine
max. power (ISO)
max. power (DIN)
net PTO power (DIN)
standard fuel tank + auxiliary tank

1004-40T
hp/kw 91/67
hp/kw 88/65
hp/kw 77/57*
It 150 (+50 opt)

1004-40T
hp/kw 102/75
hp/kw 97/71.5
hp/kw 85/62.5*
It 150 (+50 std)

1006-60
hp/kw 107/79
hp/kw 105/77

hp/kw 92.5/68*
It 150 (+50 std)

Transmission
basic transmission+creeper+reverse shuttle 20FWD+15REV
Power Five+basic trans.+creeper+rev. shuttle 40FWD+30REV
Deltashift+basic transmission+creeper 50FWD+15REV
Reverse Power Shuttle: reverse shuttle under load

Power Take-off Hydra-P.T.O.
oil-immersed multi-disk PTO
4 speeds: 540/540 eco + 1000/1000eco rpm

4WD front axle
4WD electrohydraulic engagement
max. steering angle 55°
Twin-Lock electrohydrauilic diff-locks

turning radius without brakes mm 5200 5200 5200
Brakes (Integral Braking System)

oil-immersed graphite-coated rear brakes 10 discs 12 discs 12 discs

oil-immersed graphite-coated front brakes 4 discs 4 discs 4 discs
Hydraulic power lift

mechanically operated

electronically-operated‘‘Landtronic™

std lifting capacity Kg 3700 4200 4200

lifting capacity with 2 auxiliary cylinders Kg 4350 4800 4800

hydraulic pump delivery (power lift + steering) It 55 + 31 It 55 + 31 It 62 + 35

STD + OPT auxiliary valves 3+2 3+2 3+2
Weights and dimensions

A height over cab mm 2655 2655 2700

B  wheelbase mm 2426 2450 2755

C total length (with ballast) mm 4485 4485 4770

D ground clearance mm 413 428 462

E  min. width mm 2037 2079 2091

total weight (without ballast) kg 4250 4250 4750

Key: standard - option — not available
* manufacturer’s estimate
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